Remotely Operated Vehicle

SUPERSEAKER ROV
SAROST s.A.

Observation & Inspection class ROV With payload option

With successful operations in world wide seas, the SuperSeaker
has proven itself as one of the most reliable eyeball ROV within
the oil and gas industry.

Specifications : Capabilities :
Dimensions : Thrust : Drill rig support
Platform Inspection
Width 650mm Lateral 17Kg Diver Monitoring
Length 1010mm Vertical 14Kg Pipeline & Seabed Survey
Weight 85 kg ) And all other tasks within
Payload 15K Speed : e abili
ayloa g the vehicle ability.

Thrusters DC 200v electric 4 x 0.5 kw Fore/Aft 2.6 Knots

Lateral 1.2 Knots

The vehicle contains the following equipment :

Camera 1  Colour CCD installed on tilt unit. Compass Digital Heading sensor and readout
Camera 2  Colour CCD installed on top of the vehicle. Depth gauge  Electronic sensor

Tilt unit 150 degree tilt unit

Lighting 2 x 250 watt halogen lamps.

Sonar SV2000 : The operating frequency is 500 kHz which provides a maximum range of 100 metres.

Umbilical : Optional Equipment :
Umbilical Polyurethane coated main lift umbilical 1 Singlg function manipulator.
Diameter 22mm CE EQUIpment.

Length Up to 250m Mini-beacon.

Breaking strain  750Kg Power requirements :

3 phase 440 Vac/ 20 KVA

Launch System :

The SuperSeaker is provided with a launch
and recovery davit attached to the control
cabin. The ROV winch is fitted to the side
of the shack during ROV operations.

Davit Arm 200 kg
Winch 700 kg

SuperSeaker typical deck layout
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